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BRI EF .SHMMARV np n^^f; ^^^ . ^^^ ^^017 

A ncppy «sK .uve controiae. i„te...ce i. disclosed which 
xs i.ple»ent.d 1„ an int.,ratea circuit, xhe controUer connects 
to a host- computer data bus and o„o or „ore flopp, ais. drives. 
Based upon cIocHn, and control signals received fro„ a digital 
computer, the controller generates serial encoded data for 
recording on a floppy disk and receives serial encoded data 
previously recorded on a floppy disk. The controller comprises 
read control „ea„s including a read data register, write control 

"eans including a write data register . ^^vi- 

ata register, a node register, a status 

register, state latches, a decoder and special function 
registers. «,e controller operates ^ the setting and clearing 
Of the state latches and reading or writing the node register 
the status register, the special function registers, the read 
data register and the write data register. The setting of a 
state latch and accessing of a register is done simultaneously 
The controller, under software control, operates in a synchronous 

or asynchronous read/write mnHa ««j , 

Leaa/write mode, and slow or fast read/write 



mode. 



control Signals received by the controller fro. the conputer 
set or reset one of eight state latches. Two of the latches 
aelect one of two disk drives and turn the drive notor of the 
selected disk drive on or off. Pour of the latches control a 
stepper notor in the disk drive which cause the read and write 
heads to nove fron track to track of the floppy disk. The 
renaming two latches are coupled to the decoder which decodes 
Clocking and control signals received fron the computer and 
9enerates signal, to the various Registers of the controller and 

to the read control means and ur<te oontrnl -.-.= « 

oc.i^ control seans for controlling 

the function to be perfor=,6d hv rh. n. 



;l- ^, 
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Hgure 1 UloB«at« the contrcllar of the present invention 
interfacing between . aigitai computer and a floppy «.. flrive. 

Pl9ure 2 1. a block dl„ra. of the controller of the present 
invention.. 

Figure 3 is a detailed block diagra. of the read control 
means of the present invention. 

Figure 4 is a detailed block diagram of the write control 
means of the present invention. 
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ggTAjy.Jvl? nESr^TPTTOTj nv the tmvp^tTO N 

A floppy disk drive controller, implemented as an integrated 
Circuit, is disclosed for providing an interface between a 
digital computer and a floppy disk drive, m the following 
5 description, numerous specific details are set forth such as 
specific Wrd or byte lengths, etc., to provide a thorough 
understanding of the present invention. However, it will be 
obvious to one skilled in the art that the present invention niay 
be practiced without such specific details, m other instances, 
10 well known circuits have been shown in block diagram form in 

order not to obscure the present invention in unnecessary detail, 
unless otherwise stated, for convenience, positive logic will be 
used to describe the invention. Thus, the terms set, -1-, high 
and true are equivalent as are the terms reset, -o", low and 
15 false. 

The presently preferred embodiment of the controller provides 
an interface between microcomputers manufactured by Apple Computer, 
inc. of Cupertino, California such as its Apple-ll computer and 
successors thereto, and floppy" disk drives such as Disk li 

20 manufactured by Apple Computer, Inc., and successors thereto. 
Referring first to Figure 1, the controller 11 of the 
present invention is shown as an interface between a digital 
computer 13 and a floppy disk drive 15. The digital computer 13 
is coupled to the controller 11 through a bidirectional data bus 

^5 17 (D0-D7), control lines A0-A3, device select line DEV, reset 

line RESZT and clock lines Q3 and PCLK. Although not part of the 
present invention, also shown in Figure 1 is boot ROM or PROM 19 
which is coupled to the digital computer through data 
bus 17, address bus 21 (A0-A7) and an enable line ENABLE. When 

^ the conipater is first turned on, or whenever it is necessary to 
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reinitialize the computer operatinq svsi-pn, 

peraring systera, a program stored in 

boot ROM 19 is utilized to instrnnt- 4.*. 

':o instruct the controller 11 to read a 

program recorded on a floppy disk in rn .,u ^ ■ 

^^^ ^"'^ ^" ^"-^^ "Srive IS and transfer 
it ov« a.ta to. 17 to co„p„te. „. sue. boo, „ ,„„, ^.^^ 

pro,r«„s «e w,U .„o„„ xn the a„ a„. win not .„the. «sc„.sed 
neiem. 

ma o„ .ata b„= 17, dependin, upon ai^aXs „M=h have been 
Placea on control lines *0-A3, comprise, a hyte of aata wMch haa 
b en „celvea .ro. the aia. a.lve, which la to he aent to the 

wlthan the controller 11. ^. „„,„,,„ ,, ,^ ^^^^^^^^ ^ 
computer h. a .„- on line ^ an. Is placed In an Initial state 
^ a .. on line m^. eioc. signals generate, h, the co„p„ter 
lines 03 and FC.K are nsed hy the controller as ti^m, 

signals. ciooJc signals 03 and pttit ., 

s uj ana PCLK are generated with periods 
which depend on the eoaori nf i.>,. 

tne speea of the processor in the computer, m a 

preferred embodiment, 03 Is » r> uo , . 

-enr, B3 is a 2 MHz clock and PCLK is a 7 MHs 

clock. Additionally, Q3 may be left at -o- Mf . , 

„„^ . *' '' '^* only asynchronous 

mode IS used) and/or PCIK may be 8 MHz. 

Data/control lines between the controller U and disk drive 
are as follows, signals on lines PO through P3 control a 
stepper motor 22 which rotates a unit turn In either a forward or 
ackward direction aepending upon the signals on lines PO through 
W. in a typical floppy disk arive, a unit turn is a one guarter 
turn, a one eighth turn, or a one sixteenth turn, however, this 
value is strictly drive dependent. Kach unit turn of the stepper 
motor causes the read and write heads to move a .nit distance in 
a forward or backward direction. The unit distance the head, 
-ve is also drive dependent, but typical unit aistancee are one- 
half or one-quarter track. Th^ ua 
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through P3 are input to track select a„pi«iers 23 which convert 
the binary signals into a voltage which rotates the stepper „otor 
22. 

Signals on WRI^ta are binary signals generated by the 
controller and are input into read/write amplifiers « of disk 
drive 15. Signals on »Hi«TA cause read/write amplifiers 25 to 
energise or de-energi.e the write head coil 26 to cause data to 
be written on the magnetic medium as it spins under the write 
head. Signals on wagTo enable or disable write head coll 26 to 
allow or prevent the writing of data based on WSDATA. similarly, 
as the -magnetic medium passes under the read head, the read head 
coil 26. ia energized or de-energi«d and the detected data is 
converted by the read/write amplifiers 25 into a binary signal 
which is placed on line RDDATA. 

A write protect sense signal is generated by the disk drive 
15 and Placed on the SENSE line when a switch 28 in the disk 
drive is closed to indicate that the disk drive has been placed 
in a write protect state. Such switch may be a mechanical switch 
operated by a user and/or a switch which detects whether a floppy 
disk Jacket has a write protect notch, such as, for example, a 
Photocell Which causes a transistor switch to close when light to 
It is blocked by the floppy disk jacket. 

I.«tly, drive select signals are generated by the controller 
and Placed on lines Ei5Am or EBABr2. HJAiri is input to a first 
disk drive and iSABr2 Is Input to a second disk drive. Each of 
these ENABLl or eBaIl2 inputs is coupled to a drive r.otor 
amplifier 27 which converts the binary .ignal into . voltaoe to 
cause a „otor 29 in the di.k drive to rotate therebv soinninc a 
floppy disk Which has been inserted into th. ni.t ...... 



T^ J.1 
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disclosed embodiment, . single bit in the controller is used to 
generate a signal on miSEl or mmz and, therefore, only one of 
two drives can be selected at ^ given point in time, of 
course, with additional har*«re, additional drives can be 
connected to the controller, it should be noted that although 
only one set of lines is shown as being coupled to controller 11, 
With respect to lines .nch as SBNSE, which may be set for one 
drive and reset for the other, appropriate logic circuits are 
employed to ensure that only signals from the selected drive are 
input to the controller logic 

Referring now to Figure 2, the main components of the 
controller 11 will now be described. The invented controller 
comprises mode register 31; status register 33; read I's register 
35; handshake/underrun flag register 37; state latches 39; 
decoder 41; read control means 45 and write control means 47. 
Read control means 45 and write control means 47 will be 
discussed more fully below with respect to Figures 3 and 4 
respectively. 

once the comptroller 11 has been selected by the computer 13 
by a Signal on DEV and the controller has been initialised by a 
Signal on RlSEf (which sets the state latches to their default 
values), the controller is instructed by the computer to perform 
a particular function by signals on A0-A3 which set or reset one 
Of eight state latches 39 (PO through P3 and L4 through L7). it 
Should be understood that regardless of the states of the latches 
PO through P3 and L4 through L7, unle^ tie controller has been 
selected by a signal on DEV, no operations will be performed by 
the controller, ^v enables the controller when it is low. The 
falling edge of DEV latches information on AO through A3. One of 
the aforesaid eight latches is set by a "1" on AO and reset bv . 
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■=■ =.-. AO. The particular latch to be set cr reset based upon AO 
xa deter^lhed by the address set on « through A3. Table 1 shows 
the addr^s^s on Al through A3 which correspond to latches PD 
through P3 and L4 through L7. 

TART.ff ] 
^ A2 Al LATPH 



PO 





1 PI 



1 



P2 



10 1 



1 P3 



1 



L4 



1 1 L5 

1 1 

1 11 



L6 
LI 



Signals on PO through P3 cause the stepper motor 22 to 
operate as follows. Setting PO causes the stepper .otor to be 
Placed in an initial state readying it for a one unit turn in 
either a forward or backward direction depending upon the next 
Signal received, if the next signal received is PI (i.e., .hen 
latch PI is set), the stepper motor turns one unit which causes 
the read and write heads to move a unit distance forward, if P3 
is set after PO, then the stepper motor turns one unit in the 
opposite direction and the read and write heads step one unit 
distance backwards. At this point, both PO and Pi are set (or PO 
and P3 if the heads are being moved backwards) and PO is cleared. 
After PO is cleared, assuming additional forward head travel is ' 
desired, P2 is set which causes the stepper motor to turn an 
additional unit in the forward direction stepping the read and 
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write head, mother unit distance forvero. x, additional head 
.ove^ent in U,e forward direction i. necessary. Pi is cleared and 
« IS set causing an additional unit turn of the stepper -otor. 
in a Similar .anner. it backwards „ove.ent of the read and write 
heads are necessary, and Po has been set followed by P3, po is 
Cleared and P2 is set followed by the clearing of P3 and the 
"ttlng Of PI, each of which causes the stepper .otor to rotate a 
unit turn in the opposite direction and step the read and write 
h..ds a unit distance in a backwards direction. Further cycles 
Of PO, PI, P2, p3 ,£or forward motion, or PO, P3, p2, pi „„, 
backwards head travel,, „ay be issued by the computer 13 by 
.Presses on AO through A3, a. appropriate, to cause the read and 
write heads to move to any desired track. 

The setting and clearing of L4 through L7 determine other 

functions to be performed by the controll»r i, 

X tne controller 11 as described below 

Mter the controller has been selected by BEv and 
initialized by SE3E», and w«ite mode liEGISTBi, is set as described 
below, oo through « on the data bus 17 are loaded into the mode 
register 31 to select a particular mode of operation for 
=ubseguent reads and writes. The data on DO through D4 
correspond respectively to the signals LATCH, s^CH, OBT, past 
and 8/Tof the mode register. LATCH will be discussed more fully 
b^w With respect to the read control means 45 and Pigure 3 
s™CH, When Cleared, places the controller in a synchronous mode 
for subseguent reads and writes, when syScb is set, subseguent 
reads and writes are performed in an asynchronous mode. Both 
eynchronous and asynchronous modes of operation will be discussed 
more fully below with respect to Figures 3 and 4. 

^ °='' ""en Cleared enables a one second on board tir,er. .,hen 
OBT is set, the timer is disabled. The on board timer win be 
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discussed .o.e fully below wit. respect to mSTl a„a M^, 
Which seieot one of two ais* drives which are coupled to the 
controller, 

Whe„- P^T is Cleared, the controller operates In slow .ode. 
N»r.ally, internal ti„in, „f the controller 1. based upon th. 
Clock signal CLK which Is e,ual to the clock signal PCLK 
generated by the computer, wben PAST Is cleared, Internal 
tiding, l.e. CLK period. Is e,ual to twice the period o, PO^ 

8/7 also relates to tl„l„, and PCIK. when an 8 HBz clock is 
- use, S/T la set. if pc.k Is running at 7 HBs. ./Tls cl.area. 
The value of B/Tls used by the controller to determine how „.ny 
PCLK periods are required for a given unit of tl„e. Por example, 
xf PCLK is . „Hs, one microsecond will be eight clock periods; if 
^:.K xs 7 MBS, one microsecond will be seven clock periods, ^is 
.ilows computers with 7 MBs clocks and computers with 8 Has 
Clocks to read and write e,ulvalently, that is, data written by a 
computer with a 7 MBs clock can be read by a computer with an 6 
MHz clock and visa versa. 

After the mode register has been loaded to set up particular 
modes Of operation, one of the two drives Is selected by latch LS 
« follows, wben latch L5 is cleared, drive 1 is selected. When 
latch LB is set, drive 2 is selected. After a drive has been 
selected, setting latch L4 will cause line MOTOR-ON to go to -l- 
"henjatch M Is set, if utch L5 Is -O-, drive 1 Is enabled by ' 
BMABLl^if L5 Is -l", drive 2 is enabled by 651512. 

OBT mentioned above can now be described, when OBT is set 
If L4 is Cleared, enabli or SnabTj is disabled by logic circuit' 
42, depending upon the setting of LS, thereby Hhu-.tir.g down dr-:ve 

motor 29. However, if obt ic .^i«= - .^ 

er, ir OBT is clearea, then the clearing of l4 

will not cause logic circuit 42 to -^^-hi^ =rr^7r^. '- 

u-c q^ to ^.uSaDle r.:wtEi.i Or ENABL2 unt-;-. 
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a one second ti.er has elapsed (if jj,^ ,, „^,, „^ ^^^^ ^ ^^^_ 
half ■nuiisecond timer has elapsed « I^CB is set). Generally, 
it is preferable that there be a delay befcre turning off a drive 
motor because subsequent disJc operations fre^ently occur in . 
5 very short time frame after prior disk operations. Thus, without 
the delay before disabling mSm or 555E2, subsequent disk 
operations would be subjected to waiting for the motor to achieve 
proper speed. Of course, the operation system or other program 
in the computer should include appropriate waits or timing loops, 
10 When necessary, to ensure that no disk reads or writes are 
requested until the drive motor is up to speed. 

Additional functions performed by the controller are deter- 
mined by the settings of 16, „, «,d HOTOH-ON. w, L7 «,d HOK,R- 
OK select Which register is to be read or written as described 
15 below. Registers are read during any operation in which AO is 
being cleared. Registers are written to when AO is being set 
«, L7, HOTOR-OH, AO and DEV are input to decoder 41 which 
decodes the inputs and, as described below, places a -l" on one 
of the lines READ STATUS REGISTER, WRITE MODE REGISTER, WRITE 
20 DATA REGISTER, READ DATA REGISTER, READ l-s REGISTER or READ 
BASDSHAKE/UNDERRUB FLAG REGISTER. Each of the following 
operations take place as the falling edge of Mv is input to 
decoder 41. 

When L6, L7 and MOTOR-ON are "0", the decoder 41 places a 
25 -1- on READ l-s REGISTER which causes the read l-s register 35 to 
Place a byte of binary I's on the data bus 17, lines DO through 
D7. The I's on the data bus are read into the memory of the 
computer for use by the operating system or other program. 

When L6, L7 are "O" and MOTOR-ON is "1% zhe decoder 41 
30 places a "l" on READ DATA REGISTER. The function n........ ...... 
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READ DATA RSGI5!rEF is sel- win k ^• 

^.XB Bet wui be discussed below with reference 
to the read control means 45 and Figure 3. 

When LS 1. -i-, X.7 is "0- and MOTOR-ON is -0- or -1- (i e 
aon.t car.,, t.e decoder 41 places a -1- on READ STATUS RECXSTER 
Which causes the contents of the .ode register 31 and status 

on the following values; LATCH is placed on DO, s^u is placed 

on Dl, OBT is placed on D2. past <= «i, ^ - 

on oz, PAST is placed on 03, 8/7 is placed 

on D4, HOTO«^ i3 pl.cea on 05, a is placea on .. a„a S.HSE, 
fro. the dis. d.l„, i. p,,,,, „„ „. ^^ ^^^^^^^^ ^^^^^ ^^ 

Other program in the computer 13 is i-h»„ =k-, ,. ^ 

futer J.J is then able to determine the 

status »of controller 11. 

When L6 ia -O", L7 is "i- and motok-ok is -o- or -i- the 
decoder « places a •!■ on read aANDSHAKE/asDERRON PlAG REGISTER 
Which causes the handshaKe/underrun flag register 37 to place 
•1-B on DO through D5, an underrun flag URT on D6 and a 
handshake „ag as on D7. The underrun flag HRT and the handshake 
«ag us Will be discussed .ith. respect to the write control Means 
47 and Figure 4. 

When 16 is -1-, 1.7 is -1" and MOTOR-OB is '0', the decoder 
41 Places a -1" on write «ode register and the data on DO through 
D4 Of the data bus 17 is written into the mode register 31 with 
DO corresponding to LATCH, Bl corresponding to fSHSff, d2 corres- 
pcnding to OBT, D3 corresponding to FAST and D4 corresponding to 
8/7. This occurs during WRITE MODE register at the rising edge 
of the logical function 03 or DEV. 

When L6, L7 and HOTOR-oh are -l", the decoder 41 places a 
"1" on WRITE DATA REGISTER. The function performed when write 
DATA REGISTER is set will be discussed below with reference to 
write .control means 47 and Figure 4. 
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The read control means 45 will nnw k« j^ 

«"o t3 wixj. now be discussed with 

reference to Figure 3 Ar n«*.«^ ,i, 

igure 3. As noted above, with L6 and L7 equal to 

"0« and MOTOR-ON equal to "1" ^-v,^ ^ 

equax to 1 , the decoder 41 places a -1- on 

^ I»T* REOI.TER. Of course, prior to reading, t.e read .ead 
is .oved to the deMred trao. o. the floppy dis. by rotating the 
stepper .otor 22 aocording to control signal, on PO through P3 as 
described above. As the floppy disk rotates under the read head, 
aata recorded the track causes the coil in the read head to be 
energized and de-energized causing fluctuations on mdata 
corresponding to set bits and cleared bits on the magnetic 
»diu.. At this ti.e, neither the controller nor the computer 
can determine which portion of a trade is under the read head, 
therefore, a method for determining .here data reading should be 
started is necessary. A method for providing proper 
synchronisation for such purpose is described in united states 
Patent No. 4,210,959. 

one. synchronisation has been obtained, reading proceeds as 
follows. The read data extractor 51 detects negative transitions 
Of BDlaiA synchronized to the CLK clock signal. Bach time a 
negative transition of sdi»ia occurs, it resets an Interval 
counter. When a/7 is set, the interval is 1. CLKs. When 8/7 is 
reset, the interval is 14 CLKs. ihe information on SDDATA Is 
spaced at these Intervals or -around" these Intervals, a -l- is 
« negative transition at the expected time, i.e. interval, a "O" 
IS no tr«,sitlon at the expected time. The expected time is 
Widened by approximately one-half an interval before and after 
the expected time since the data is not precisely spaced when 
reac due to variations in drive speed and other external factors, 
i negative transition of RDDATA is detected as a -l" a„a the 
read data extractor 51 causes the signal LFTl to pulse to a -l" 
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for one CLK cycle. The next expected data is nominally at 16 
CLKs when 8/7 is set. This may range between 16-8 = 8 CLKs and 
16+7=23 CLKS. Thus, if another negative transition of RDDATA 
occurs between 8 and 23 CLKs, another "1" is detected and LFTl 
pulses to a "1" for one CLK cycle, if no negative transition 
occurs on- RDDATA between 8 and 23 CLKs a -Q" is detected and 
LFTO pulses to -1- for one CLK cycle. 

If a LPTl has occurred within the expected tiiae, the 
interval counter is reset, otherwise the next expected data is 
nominally at 32 CLKs. This may range between 32-8=24 CLKS and 
32+7=39 CLKS. If a negative transition of Rddata occurs between 
24 and 39 CLKs, a -1" is detected and LPTl will pulse to "1" for 
one CLK cycle. If no negative transition of rddata occurs a -0" 
is detected and LFTO will pulse to "1". Similarly, subsequent 
intervals are widened from the nominal number ofCLKs by minus 8 
CLKs and plus 7 CLKs with LPTl being pulsed if a negative 
transition of RDDATA occurs within the widened interval and LFTO 
being pulsed if there is no negative transition of RDDATA. when 
8/7 is reset, LFTO and LFTl ar4 pulsed as described above, except 
intervals are nominally 14 CLKs and are widened minus 7 CLKs and 
plus 6 CLKs. 

LFTO and LPTl are input to logic circuitry 53 which sets 
line 55 if LPTl is "1" or clears line 55 if LFTO is -1" unless 
SR7 is "1- (as described below), the data on line 55 being the 
25 data input to shift register 57. 

The data on line 55, when shift register 57 is signaled by 
shift clock 59 by a signal on line 60, is input to the shift 
register one bit at a time, shift clock 59 sets line 60 at the 
end of each LFTl pulse or LFTO pulse except when SR7 is set. SR7 
is set after a full byte of data has been shifted into the shift 
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register. This occuTs because the initial bit received by the 
Shift register 57 from the data stored on the diSK is always a 
"1- according to the group code coding scheme utilized for 
storing data on the diskette, wherein the leading bit of a byte 
is always a "1", 

once SR7 is set, load read data register logic 61 generates 
a signal on line 63 which causes the data in shift register 57 to 
be parallel loaded into the read data register 65. The shift 
register 57 is cleared one half a read shift clock after SR7 is 
set so that it is ready to accept the ne^ct byte of data. 

The signal on line 63 is set by load read data register 
logic 61 as follows. 

In synchronous mode, i.e. when SYNCH is -0", when X7 is 
reset, the read data register 65 is loaded with the data in the 
Shift register 57 each time the shift register 57 shifts by the 
setting of line 63 by load read data register logic 61. However, 
when X7 is set, i.e., when the first bit of the byte being read 
arrives at the far end of the shift register and is parallel 
loaded into the read data register 65, the load read data logic 
61 will hold line 63 low for four CLKs after SRI (corresponding 
to bit 1 of shift register 57) becomes "1" due to the first bit 
of the next byte being shifted through shift register 57. This 
delay is to ensure that the byte in the read data register 65 is 
there, and therefore available to be routed to buffer 66 and on 
data bus 17 DO through D7, long enough to be seen by the compurer 
13, but not long enough to be seen as a valid byte twice. The 
rising edge of D7 is delayed by hold read data register logic 51 
so that if D7 is read by the con^puter 13 as "l", it is guaranteed 
that the data on DO through D6 will have been correctly writte.^ 
into a register in the computer 13. This delay is creared by zh. 
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hold read data re,l3te. io..c 67 as follow.. «hen LATCH is 
Cleared, which it should be ^„in, synchronous »ode operation, 
ana X7, corresponding to Wt 7 of read data register 65, is set, 
output «,, fro. hold read data logic .7, which corresponds to 

PAST is -1" (fast mode), and a 1/5 ctv „. ■ ^ ^ 

I, ano a 1/2 CIK period when PiBT is "O" 

(slow mode) after X7 is set, 

in asynchronous mode, i.e. when Sfm Is set, read data 
register 65 is parallel loaded from shift register 57. This 
occurs by the load read data register logic 61 setting line 63 
When SR, is set. To ensure that the data in read data register 
65 is properly loaded into a register in computer 13, in 
asynchronous mode, LATCH should always be set. when LATCH is 
set, the data on X7 is placed on SS7 by hold read data register 
logic 67 at the rising edge of REAB „ata REGISTER. This ensures 
that D7 will meet the set up and hold requirements of the 
computer 13. If d7 is read by the computer 13 as -l-, co through 
D7 are correctly written into a register of the computer 13. X7 
Will be reset by clear X7 logic 69 fourteen PCLK-s after read 

data register is set and d7 is "i" n . »•,>,.. 

"' IS I (I.e., the byte has been read 

by the computer, so that X7 will be clear and the computer 13 
Will not re-read the byte as valid during subsequent polling, 

i.e., setting of READ DATA REGISTER. 

write control means 47 will „o„ be described with reference 
to P.gure 4. Write control means comprises write data register 

81 for receivina a bvte of dai-» ^-^ k^ -^^ 

. c* Dvce ot data to be wratten on the disk, shift 

register S3 for converting the parallel data in write data 
register 81 to serial for., and toggle 85 for generating the 
o.ze.rea. which is to be written onto the di.k. Write control 
rr^eans 47 furrher comprises loaa/iKUt logic 87, handshake/ 
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•^-.=errun logic 89, write shift clock 91 and wSreq logic 93, all 
cf which control the timing of the write control means. 

To initiate a write, L6 is set, L7 is cleared to set up a 
pre-write state. The pre-write state initializes the write shift 
Clock 91 and load/ihlTt logic circuit 87 setting line 99, sets 
WRDATA arfd WRRES, resets underrun flag URP in handshake/underrun 
flag register 37 and initializes a toggle clock in toggle 85. 
Prior to actual writing, L4 and L5 should be placed in appropriate 
states to select the desired drive and set MOTOR-ON. When LS. L7 
and MOTOR-ON are -l", the decoder places a -1- on WRITE DATA 
REGISTER which loads data from data bus 17, DO through D7, to the 
write data register 81 at the rising edge of the logical function 
Q3 or DEV. This register is in turn parallel loaded into shift 
register 83 as follows. As noted above, when load/ihlTt control 
logic 87 is initialized, line 99 is set. When line 99 is set, a 
pulse from the write shift clock 91 on line 97 causes data in 
write data register 81 to be latched into shift register 83. In 
asynchronous mode (Sl?iO is set), the load will be completed 
approximately eight CLK's aftei: WRITE DATA REGISTER has been set. 
in synchronous mode, the load will be completed between four and 
five Q3 periods after WRITE DATA REGISTER has been set. 

In synchronous mode, (SYNCH is reset) writing continues as ; 
follows. Once the data has been loaded into shift register 83, ( 
the most significant bit in the shift register will be shifted ' 
onto line 95 which will cause (after two Q3 periods) the WRDATA ^\ 
to toggle from 'l" to "O" since WRDATA is initialized at "1" and, 
according to the group code coding scheme used, the first bit of 
a byte must be a "l". Shift register 83 will shift every eight 
Q3 periods after it has been loaded, followed two Q3 periods 
later with a toggle, if the date on line 95 is a "1", and will 
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continue such shift and toggle until the byte has been written. 
Thus, a byte of data is shifted cut and written in 64 Q3 periods 
and a new byte of data can then be parallel loaded into shift 
register 83. With this timing, a "1- n,ust be placed on WRITE 
DATA REGISTER every 64 Q3 periods, otherwise O's will be shifted 
out of shift register 83. During synchronous mode URF is always 
reset so^ URF does not prevent writing data on disk by 
causing WRREQ to be set. 

When the controller is in asynchronous mode (SYNCS is set), 
the timing constraints of synchronous writes are relaxed. When in 
asynchronous mode, write control means 47 operates as follows. 
After shift register 83 has been parallel loaded with the data 
from write data register 81, the most significant bit in shift / 
register_83,will be shifted onto line 9^and a^ter eight more CLk/ 
15 periods, toggle ^8.5_will cause WRDATA to toggle from "1- to -0" \X; 
^nce, as noted above, the most significant bit must be a "1". ^ 
subsequent shifts and toggles are separated by eight CLKs. After ' 
ail eight bits have been shifted out of shift register 83, 
load/iKirt logic 87 places a -l" on line 99 which parallel loads 
Shift register 83, with data from write data register 81. When 
8/7 is set, shifts and toggles are separated by 8 CLKs. When 8/7 
is reset, toggles occur 6 CLKs after shifts, and shifts occur 8 
CLKs after toggles. 

Due to the relaxed timing which occurs during asynchronous 
writes as compared to synchronous writes, the following 
additional operations are needed to ensure that data is being 
properly written. Handshake flag HS is set by handshake/underrun 
logic ,89 upon the completion of a parallel loading of shift 
register 83, as determined by signals on lines 57 ana 95 ^nd 
reset by the handshake/underrun logic 89 when WRITE DATA REGISTER 
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IS enabled, since computer 13 can l.sue . command to clea- -' 
wnxch „Ul cau=e the decoder to enable HE» HAK^SHAKE/UKDEHEnr 
mo .HGmEH, the status Of the handshake fla, HS c«, .e .ete.- 
mlned by the compute.. That is, the computer can poll the 
handshake/underrun flag register 37 until the HS flag is -l- 
indicating that the write data register ei has been parallel 

loaded into the shift register R7 a«^ ^.w 

j^t register 83 and the write data register is 

available for another byte of data, once the computer detect, 
that the write data register 81 is available, it may issue a 
command to set L6 which will enable whitb bata RBGIsm which 
WUI cause the byte on data bus 17 to be written into write data 
register 81, 

TO ensure that a new byte of data has In fact been loaded 
thto the write data register 81 prior to loadi'ng the shift 
register 83, the underrun flag ohp in handshake/underrun flag 
register 37 is employed as follbws. As noted above, during the 
Pre-writ= state when writing is Initiated, underrun flag v^ is 
"set, i.e. When L7 is -o-. The underrun flag oep is set by 
handshake/underrun logic 89 when the parallel load of the shift 
register 83 ends, if the handshake flag is set, indicating a new 
tyte has not been written into the write data register 81. since 
the current state of underrun flag u«P is input to whrTo logic 93 

xnto^te data register 81 before loading the shift register 83 
and WK.KQ logic 93 will enable mm before the ne« transition ' 
Of WI^ATA occurs. When SkSFq is "l", the write head is disabled 
preventing the same byte of data from being rewritten. ™r can 
only be reset by exiting from writing, i.e.. when L7 is -0" 

for =„ example showing how lat.he^ .4 ^hrcu.-. 1,7 .re set .- 
the computer during asynchronous writes, see T.ble a. For an " 
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set L7; write data on bus 
into the mode register 

clear L7 



















clear L6 




1 
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set L4; select drive 1, set 
HOTOH-ON 


15 
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set L6; pre-write state; 
initialize write shift 
clock 91; initialize load/ 
-Shift control; set WRDATA; 
set WRREQ; reset DRF 
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set L7; enable write DATA 
REGISTER 




1 
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clear L6; read HS and 
URP flags 
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1 




1 
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continue polling HS flag 
until it has been set 

set L6? enable WRITE DATA 
REGISTER 




1 
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clear L6} read HS and URF 
flags 
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continue polling HS flag 
until it has been set 
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set L6; enable WRITE DATA 
REGISTER 
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clear L7? exit write mode 




1 











1 


clear L6 
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MOTOR-OTJ 
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Action 

initial state 
set L6 

set L7; write data on bus 
into mode register 

clear L7 

clear L6 

set L4; select drive 1, set 
MOTOR-ON 

set L6; pre-write state; 
initialize write shift 
clock; initialize load/ 
Shift contro l; se t 
WRDATA; Bet WRREQ 

set L7; place a byte of data 
on data bus 17 every 64 Q3 
clocks 

clear L7; exit write mode 
when done 

clear L6 

clear L4 

MOTOR-ON clears 

after timer counts down 



The disclosed controller may be packaged in a standard 28 
pin, 600 mil plastic DIP using well known prior art methods. All 
of the pinouts are shown in Figure 1, except for voltage source 
Vcc and ground. 

Thus, a disk controller for interfacing between a digital 
computer and a floppy disk drive which may be implemented as an 
integrated circuit has been described. The controller is capable 
of performing multiple modes of operation, including fast and 
2low clocking and synchronous and asynchronous reading and 
writino. 
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